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DEF

Part No. 552 164A 551 164A
Application DF50 Pump 14 GAL/MIN DF100 Pump 28 GAL/MIN
Pump pressure ratio 1:1 1:1
Maximum free flow rate 14 gal/min (52 l/min) 28 gal/min (100 l/min)
Maximum suction lift 26' (8m) 23' (7 m)
Minimum air pressure 22 psi (1.5 bar) 22 psi (1.5 bar)
Maximum air pressure 115 psi (8 bar) 115 psi (8 bar)
Max size solid suspension 1/8" (3 mm) 3/16" (4 mm)
Air inlet 3/8" NPS(F) 3/8" NPS(F)
Fluid outlet 1/2" BSPP 1" BSPP

Fluid inlet 1/2" BSPP 1" BSPP 

Wetted materials Polypropylene, Buna-N, Hytrel, Aluminum, 
Stainless steel, Acetal

Polypropylene, Buna-N, Hytrel, Aluminum, 
Stainless steel, Acetal

Mounting Footprint 4 9 ⁄ 6 4" x 4 9 ⁄ 6 4" Poly 8 1/2" x 8 37/64"
Manual 855 822 855 822

DF Pumps

 

Part No. 560 215 560 212
Application 120V AC 12V DC
Maximum delivery 8 gal/min 8 gal/min
Maximum working 
pressure 23 psi 23 psi

Inlet/Outlet ports 1" BSPP(M) 1" BSPP(M)
Voltage 115 VAC 12 VDC
Maximum current 2 amp 13 amp
Motor protection IP55 (1) IP55 (1)

Accessories 60" power cord w/three prong plug  
and off/on switch

60" power cord w/three prong plug  
and off/on switch

Manual 856 809 856 810

(1)  IP55, valid for outdoor use

Electric Diaphragm

DEF: PUMP
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