& samscn DIAPHRAGM PUMPS: DF250 -1 1/2" PORTED

LEADING THROUGH INNOVATION

DF250 Pump 66 GAL/MIN

* Frictionless pivoting air valves * Quiet operation
» Bolted cover design * No pulsation
» Long life diaphragms » Smooth flow

* In-line design

[TEEHNIEAL SPECIFICATIONS

Pump pressure ratio 1:1
Maximum Free Flow Rate 66 gal/min (250 I/min)
Maximum Suction Lift 26' (8 m)
Minimum Air Pressure 22 psi (1.5 bar)
Maximum Air Pressure 115 psi (8 bar)
Max Size Solid Suspension 1/4" (6 mm)
Air Inlet 1/2" NPSM(F)
. 11/2" NPT(F) &
Fluid Outlet ANSI 1" B16.5 150 Ib flange
. 11/2" NPT(F) &
Fluid Inlet ANSI 1" B16.5 150 Ib flange
Wetted Materials Aluminum / Buna-N / Stainless Steel
Mounting Footprint 11 1/32" x 8 21/32"
Manual 855 828
MARKETS SERVED A ORDER INFORMATION
« Car and truck dealers Pump body Diaphragms Balls Seats Application
« Service shops L. AF. WO,

* Industrial 554 030 Aluminum Buna-N Buna-N  Stainless steel
* Agriculture
* Lube trucks

D, WF

FLUIDS HANDLED

* Lubricants

* Used oil

* Antifreeze and antifreeze solutions
* Diesel

* Used fluid

Fluid pressure AIR CONSUMPTION
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(%) 2 bar test with a TPE (Hytrel*) diaphragm pump.

Tested at room temperature, with water and flooded pump with 31.5"
(800 mm) height of water above the pump inlet. j
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